
HELUTOP® HT-K cable gland

with anti-bend spirals

Technical dataMaterial
Polyamide PA 6

HELUTOP® HT-K
With anti-kink spirals for movable, flexible
lines.

Protection class: IP 68 - 5 bar / IP 69K

Temperature range: -20°C up to +100°C
Moulded seal: chloroprene-rubber (CR)

Application
Test standard: EN50262

halogen-free
phosphor-freePlant and machine construction
silicone-freeRobot construction
cadmium-freeAutomation technology

Properties
Vehicle construction and shipbuilding
Rail technology

Optimum strain relief through clamping
plates

Installation technology

Easy to assemble

Note
Details on the individual tests appear in
section "Technical Information".
UV-resistant (RAL 9005).

Dimensions
Thread sizeG
Thread lengthGL
Spanner sizeSW

metric thread
Net EUR/100 items at a purchase ofUnitSpanner

size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
Metr.

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

501 - 1000101 - 500up to 100

o. r.o. r.o. r.100158,03,0 - 6,5M12 x 1,5938789385693867
o. r.o. r.o. r.502210,05,0 - 10,0M16 x 1,5938799385793868
o. r.o. r.o. r.502410,06,0 - 12,0M20 x 1,5938809385893869
o. r.o. r.o. r.502710,010,0 - 14,0M20 x 1,5938819385993870
o. r.o. r.o. r.253310,013,0 - 18,0M25 x 1,5938829386093871

PG thread
Net EUR/100 items at a purchase ofUnitSpanner

size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
PG

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

501 - 1000101 - 500up to 100

o. r.o. r.o. r.100158,03,0 - 6,57938729385093861
o. r.o. r.o. r.50198,04,0 - 8,09938739385193862
o. r.o. r.o. r.50228,05,0 - 10,011938749385293863
o. r.o. r.o. r.50249,06,0 - 12,013,5938759385393864
o. r.o. r.o. r.502710,010,0 - 14,016938769385493865
o. r.o. r.o. r.253311,013,0 - 18,021938779385593866

NPT thread
Net EUR/100 items at a purchase ofUnitSpanner

size
mm

Thread
length
mm

Cable Ø
from / to
mm

Size
NPT

Part no.
black
RAL 9005

Part no.
dark grey
RAL 7001

Part no.
light grey
RAL 7035

501 - 1000101 - 500up to 100

o. r.o. r.o. r.502215,05,0 - 10,03/8"999059990199804
o. r.o. r.o. r.502415,06,0 - 12,01/2"999069990299805
o. r.o. r.o. r.253315,014,0 - 18,03/4"999079990399806

Dimensions and specifications may be changed without prior notice.

32

o. r. = on request 


