
KOD: INT.AUX-08
INTERFEJS AUX-IN DO AUDI, SEAT, SKODA, VW 8PIN 

 
Interfejs z regulacją wzmocnienia umożliwiający wyprowadzenie i aktywację 
wejścia liniowego do podłączenia sygnału audio z dowolnego zewnętrznego 
źródła typu odtwarzacz MP3, iPod, DVD lub nawigacje PDA w fabrycznych 
radioodbiornikach modeli: AUDI, VW i pokrewnych z 8-pinowym gniazdem 
MINI-ISO. 
INTERFEJS POSIADA REGULACJĘ WZMOCNIENIA POZWALAJĄCĄ 
DOSTOSOWAĆ POZIOM GŁOŚNOŚCI SYGNAŁÓW RADIOWEGO I 
AUDIO 
 

Interfejs 14265 jest kompatybilny z następującymi modelami: 
• Audi: Concert, Concert2/CD/Plus/US, Chorus, Chorus2 Grund., 

Symphony1/2, Navi Plus/Plus2/D2 
• Ford: RNS, Sound 2 
• Seat: Alana, Aura, Beta, Elba, Highline, Lena, Brisa2, Scala, SEZ2Z6 
• Skoda: MS501/502, Skoda Navi, Symphony 
• VW: Alpha (New Beetle), Beta 4, Beta T4, Beta 5, Gamma, Gamma 5, 

Monsoon (New Beetle), Premium 4 Clarion, Premium 5 Delco, 
VWZ9Z7, MCD/MFD Navi ver. A…G  

 
Opis gniazda odbiornika powinien zawierać sygnały: 
13 - DI lub DATA IN 
14 - DO lub DATA OUT 
15 - CLK lub CLOCK IN 
16 - U+ stałe +12V 
17 - ACC lub -o/o- +12V wyłącz. 
18 - COM lub S-GND masa audio 
19 - AF-L lub CD-L wej. audio L 
20 - AF-R lub CD-R wej. audio R 
 
INSTALACJA: 
Czarny przewód należy połączyć w pierwszej kolejności z masą (obudową) odłączonego od zasilania 
radia 
Czarne (ew. białe) gniazdo cinch - wejście audio L 
Czerwone gniazdo cinch - wejście audio R 
Po załączeniu klawiszem CC/CD adapter aktywuje wejście audio i wyświetla na displayu napis CDC11 
TRACK66 oraz kolejne jednostki sekund 
 
UWAGA: 
Niekompatybilny z Beta CC, Gamma CC, Delta CC 



CODE: INT.AUX-08
AUX-IN INTERFACE FOR AUDI, SEAT, SKODA, VW 8PIN 

 
Interface with volume control to add and activate the line input for connecting 
audio signal from any external sources like MP3 player, iPod, DVD, PDA in 
OEM head unit models: AUDI, VW and others with 8-pin MINI-ISO socket. 
INTERFACE ALLOWS TO ADJUST THE VOLUME LEVEL OF RADIO 
AND AUDIO SIGNALS. 
 
 
 
Interface 14265 is compatible with following models: 

• Audi: Concert, Concert2/CD/Plus/US, Chorus, Chorus2 Grund., Symphony1/2, Navi 
Plus/Plus2/D2 

• Ford: RNS, Sound 2 
• Seat: Alana, Aura, Beta, Elba, Highline, Lena, Brisa2, Scala, SEZ2Z6 
• Skoda: MS501/502, Skoda Navi, Symphony 
• VW: Alpha (New Beetle), Beta 4, Beta T4, Beta 5, Gamma, Gamma 5, Monsoon (New Beetle), 

Premium 4 Clarion, Premium 5 Delco, VWZ9Z7, MCD/MFD Navi ver. A…G  
 
Description of the socket should  have following signals: 
13 - DI or DATA IN 
14 - DO or DATA OUT 
15 - CLK or CLOCK IN 
16 - U+ permanent +12V 
17 - ACC or -o/o- +12V turn off. 
18 - COM or S-GND ground audio 
19 - AF-L or CD-L audio in L 
20 - AF-R or CD-R audio in R 
 
INSTALLATION: 
Before installation , please disconnect the power from the head unit 

• In first place black wire needs to be connected to the ground (ie. head unit case) 
• Black (or white)  cinch - audio input L 
• Red cinch - audio input R 

After pressing CC/CD button interface is activating  the audio input and displays CDC11 TRACK66 and 
another seconds untis 
 
NOTE: 
Incompatible with Beta CC, Gamma CC, Delta CC. 


