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TECHNICAL DATA

Product number 3003.0452

Business unit Automotive switches

Product Manager Wolski

Product family Tact and key switches

Actuation type indirect

Packing unit 1080

Packing type box 915 389 013

Miscellaneous operating force 2: 11 - 14 N / operating position 2: 8.9 +0.3 -0.2

Weight 1.471 g

ROHS conform yes

Output catalog before 2009 / catalog

Switching function Double normally open contact

Material fixed contact Au

Number of poles 2 x 1 - pole

connections PCB terminal

Mechanical life
endurance

2E4

Rating IEC 30 mA 28 V

Actuators and additional
actuators

POM, black, dust cap of POM black

Housing description base plate: PA glass fiber-reinforced, natural

Connection surface bearing connection tinned

external connection tinned

Contact material CuSn gold-plated

Contact distance < 3 mm

Contact type lifting contact

Operating force 5 - 7 N

Free position (FP) max. 10.9 mm

Operating position (OP) 9.8 +0.3 -0.2 mm

Permissible total travel
position

8.6 mm

Total travel / stroke 1.5 mm
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Miscellaneous operating force 2: 11 - 14 N / operating position 2: 8.9 +0.3 -0.2 / with 2
pressure points / packed in box

Additional labeling
packing

29400468750011

Technical changes reserved. Dimensions are not binding. 
Detailed specifications available on request.
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