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弗而兹电气 RoHS 1509001 

1. 基本参数Technical Specification

额定电压Rated Voltage: AC250V 

额定电流Rated Current: 1 A-13A 

频率（交流） Frequency For AC only: 45Hz-62Hz 

时间常数（直流） T.C. For DC only: N/A 

使用类别Utilization Category: gG 

最大分断能力Max Breaking Capacity: 11 =2000A 

参考标准Standards : GB9364 

认证标志Approval Mark: 

2. 外形尺寸Dimension

型号 尺码 额定电压(V) 电流等级(A) 尺寸Dimension(mm) 
Model Size Rated Voltage Rated Current A B C(Max) 

FRC0520 5 X 2Q AC250V 1-13 20 士 0.3 5 土 0.1 5 

FRC0525 5 X 25 AC250V 1-13 25 土 0.3 5 土 0.1 5 

FRC0620 6 X 20 AC250V 1-13 20 士 0.3 6 士 0.1 5 

FRC0625 6 X 25 AC250V 1-13 25 土 0,3 6 土 0.1 5 

FRC0631 6 X 31 AC250V 1-13 31 士 0,3 6 土 0.1 5 
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6. 运输和存储Transportation and Storage

6.1运输过程中应避免机械损伤和雨雪侵袭
It shall be prevented from mechanical damage and invasion of rain or snow during transportation 

6.2存储条件Storage conditions 
6.2.1温度Temperature : 产品Products -40 °C- go·c; 包装Packing -40 °C-1o·c 
6.2.2空气Air: 干净Clean
6.2.3湿度Humidity :

对于产品， 相对湿度在最高温度为4o·c时不超过90%; 对于包装， 相对湿度不超过90%, 无凝露。
For products the relative humidity does not exceed 90% at the maximum temperature of 40 °C; 
For packing stuff the relative humidity does not exceed 90%, and no condensation is allowed. 
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