
27

PG 9 4–8 8 23 45 5 19 1.313.0900.14 1.313.0901.14
PG 9 2–6 8 23 45 5 19 1.313.0900.15 1.313.0901.15
PG 11 5–10 8 27 50 6 22 1.313.1100.14 1.313.1101.14
PG 11 3–7 8 27 50 6 22 1.313.1100.15 1.313.1101.15
PG 13,5 6–12 9 30,5 57 7 24 1.313.1300.14 1.313.1301.14
PG 13,5 5–9 9 30,5 57 7 24 1.313.1300.15 1.313.1301.15
PG 16 10–14 10 32,5 59 8 27 1.313.1600.14 1.313.1601.14
PG 16 7–12 10 32,5 59 8 27 1.313.1600.15 1.313.1601.15
PG 21 13–18 11 40 73 10 33 1.313.2100.14 1.313.2101.14
PG 21 9–16 11 40 73 10 33 1.313.2100.15 1.313.2101.15
PG 29 18–25 11 51,5 91 14 42 1.313.2900.14 1.313.2901.14
PG 29 13–20 11 51,5 91 14 42 1.313.2900.15 1.313.2901.15

PG 9 4–8 8 28 45 5 19 1.317.0900.14 1.317.0901.14
PG 9 2–6 8 28 45 5 19 1.317.0900.15 1.317.0901.15
PG 11 5–10 8 32 50 6 22 1.317.1100.14 1.317.1101.14
PG 11 3–7 8 32 50 6 22 1.317.1100.15 1.317.1101.15
PG 13,5 6–12 9 35,5 57 7 24 1.317.1300.14 1.317.1301.14
PG 13,5 5–9 9 35,5 57 7 24 1.317.1300.15 1.317.1301.15
PG 16 10–14 10 38,5 59 8 27 1.317.1600.14 1.317.1601.14
PG 16 7–12 11 46 73 10 33 1.317.1600.15 1.317.1601.15
PG 21 13–18 11 46 73 10 33 1.317.2100.14 1.317.2101.14
PG 21 9–16 11 46 73 10 33 1.317.2100.15 1.317.2101.15

AG

H

L

G
L

RoHS

RoHS

PLASTIC CABLE GLANDS

Suitable accessories from page 73                                                                                                                                    Dimensions and specifications may be changed without prior notice

HSK-W PG 

HSK-W rotating version PG 

AG                                                    GL               H                 L                                    Number                      Number
                                 mm                mm             mm             mm                               mm grey                           black

Material                                                                   Polyamide

Seal  / O-Ring                                                                 Buna-N

Protection                                                                      IP 68

Operating Temperature                           - 40 °C – 100 °C (- 40 °F – 212 °F)// Other sealing materials e.g. silicone upon request
// Other colors upon request

Colors                                                                   grey (RAL 7035), black (RAL 9005)

AG                                                    GL               H                 L                                    Number                      Number
                                 mm                mm             mm             mm                               mm grey                           black

// Other sealing materials e.g. silicone upon request
// Other colors upon request

Material                                                                   Polyamide

Seal  / O-Ring                                                                 Buna-N

Protection                                                                      IP 68

Operating Temperature                           - 40 °C – 100 °C (- 40 °F – 212 °F)

Colors                                                                   grey (RAL 7035), black (RAL 9005)

Ac
ce
sso
rie
s

Me
ta
l

Sp
ec
ial
 ap
pli
ca
tio
ns
,D
IN

Ex
EM
C-
Ex

Ex
 A
cce
sso
rie
s

EX
IO
S

Pla
sti
c

EM
C


