
DATA SHEET

Capacitors for power factor correction

Order code : MKPg - 275.186-611500 / 221K02

Application: AC capacitor  for power factor correction

Standards EN 60831-1/2, IEC 60831-1/2, VDE 0560-46/47

UL 810 - protected 10,000 AFC  -50…+70°C 

CSA C22.2 No. 190 - ambient max. 46°C 
1)

Ratings

QC kvar 30.0 25.0 21.0 18.6 17.4 30.0

UN V 525 480 440 415 400 480

fN Hz 50 50 50 50 50 60

IN A 3x 33.0 30.1 27.6 25.9 25.1 36.1

Temperature class -50/D -50/D -50/60 -50/65 -50/65 -50/D

CN µF 3x 115.0

Drawing
Capacitance tolerance -5..+10 %

Power dissipation 0.25 W/kvar

Humidity class C

Storage temperature -50..+70 °C

Circuitry D

Degree of protection IP20

Maximum ratings
Admissible voltages 8h/d 580 V

30min/d 605 V

5min (max. 200x) 630 V

1min (max. 200x) 685 V

US 1600 V

Imax 3x 54 A

IS 5450 A

Test parameters
UTT 1130 V  rms/2s

UTC 4.5 kV  rms/2s

Dimensions
D1 116 ± 1 mm

D2 120.5 ± 0.5 mm

L1 230 ± 2 mm

L2 32 + 5 / -2 mm

LB 16 + 1 mm

GB M12

a 44 ± 1 mm

b 42.5 ± 1 mm

Clearance in air 16 mm

Creepage distance 16 mm

Weight 2.3 kg

Construction
Dielectric metallized polypropylene film , self-healing

Housing aluminium case, hermetically sealed

Protection BAM
TM

 overpressure break action mechanism

Terminals CAPAGRIP ™ L,  IN up to 56A per phase (clamps)

2 screw clamps (M5, Torx T20) per phase  25mm²

Impregnant inert gas, no liquid filling material

Fire load 92 MJ

1) 46°C refers to the maximum temperature applied during testing for CSA approval.

   It does in no way concern the rated operating temperatures of the component.
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