




GENERAL
TOLERANCES

(UNLESS SPECIFIED)

ANGULAR TOL ± 1.0 °

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET34803

4 PLACES ±

3 PLACES ±

2 PLACES ± 0.08

1 PLACE ± 0.08

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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DIMENSION UNITS SCALE

mm 5:1
DRWN BY DATE

BJENNINGS01 2014/05/21
CHK'D BY DATE

ADHIR 2014/05/21
APPR BY DATE

BMOSER 2014/06/02

DOCUMENT NUMBER DOC TYPE DOC PART

SD-34803-002 PSD 001

DRAWING SIZE THIRD ANGLE PROJECTION

B

CTX64 RECEPTACLE 
TERMINAL

 PRODUCT CUSTOMER DRAWING
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SYMBOLS
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FORMAT: master-tb-prod-B
REVISION: G
DATE: 2017/02/06
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GRIP CODE

A

DATE CODE

* SEE AS-502306-002 FOR SPECIFIC WIRE TYPES
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TABLE 1

FAMILY GENDER SEALING PLATING PART NO  PAYOFF
DIRECTION

GRIP
CODE WIRE SIZES*  A

±0.20
 B
±0.30

 C
±0.10

 D
±0.20

    SPECIAL
CHARACTERISTICS

CTX64 RECEPTACLE MAT SEAL

Sn

34803-3211 LEFT (D)
S 22AWG

0.22-0.35mm² 1.80 2.40 0.90 1.36    STANDARD 
PERFORMANCE TIN34803-3213 RIGHT (B)

34803-3212 LEFT (D)
L 20AWG

0.50-0.85mm² 2.15 2.50 1.20 1.72    STANDARD 
PERFORMANCE TIN34803-3214 RIGHT (B)

Ag

34803-5303 LEFT (D)
S 22AWG

0.22-0.35mm² 1.80 2.40 0.90 1.36 HIGH PERFORMANCE
 SILVER34803-5307 RIGHT (B)

34803-5305 LEFT (D)
L 20AWG

0.50-0.85mm² 2.15 2.50 1.20 1.72 HIGH PERFORMANCE
 SILVER34803-5309 RIGHT (B)

CTRADEMARK
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PLATING ID
SEE NOTE 2

9 7

A

NOTES: (UNLESS OTHERWISE SPECIFIED)

 1.  MATERIAL: COPPER ALLOY   

 2.  PLATING MARK:   TIN (Sn) - NO MARK
                     SILVER (Ag) - A

 3.  PACKAGING PER SD-31301-053

 4.  CRIMPING PER AS-502306-002

 5.  PROBING AT ANY LOCATION ON THE 
      TERMINAL BEAM IS NOT PERMITTED

 6.  PRODUCT SPECIFICATION PER 
      PS-502306-001

 7.  ANTI-TARNISH TREATMENT FOR SILVER
      PLATED AREA: SYNTHETIC HYDROCARBON
      CONTACT SURFACE FINISH OR EQUIVALENT

SILVER CONTACT 
SHAPE

X

79

�14.10�
6.50 +0.05

-0.10 �10.30�
2.70

3.00 ±0.10
5.70 ±0.15

0.20 ±0.05

1.5 ±0.1

2.00

1.60⌀

3.50

7.00

TYP.
1.55 ±0.10

1.40

CONTACT POINT
�4.20�

�0.46�

TIN CONTACT SHAPE

D⌀
B

C⌀
A

1.40 ±0.04

1.70 +0.06
-0.04

1.55 +0.06
-0.04

2.00 ±0.04
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CONDUCTOR GRIP

  ISO VIEWS
NOT TO SCALE
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INSULATION GRIP
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